
Dear Ms. Liu:

Ms. Kiki Liu
Shenzhen Oster Film New Materials Co., Ltd
Room 501, #101, Building B1
Hengli Industrial Park #168 Weikeng Rd
Tongde Comm. Badong Street, Longgang District
Shenzhen, Guangdong 518116
China

7199 (H) 10 LTG U A COMP+CAN(ev)(A) (.030)
7200 (H) 10 LTG U B COMP+CAN(ev)(A) (.015)

SGCC# IN MM Attributes INT Type Code ANSI Class Test StdMax Size

Authorization by, 

John G. Kent
Administrative Manager
SGCC Certification Program

Please be advised that as of the date of this correspondence, SGCC has received passing test reports for your 
prototypes listed below.  Based on a review of this information, please be advised that by reports received today, 
certification has been approved for the following products:

The License Agreement requires that all items to be covered by this certification bear the permanent SGCC label (refer 
to the SGCC Certified Products Directory Label Requirements).

If any of the above information is incorrect, or if we may assist in any way, please contact us immediately.
Thank you for your support of the SGCC Product Certification Program.

Acknowledgement of Certification
Notice of Authorization to Use the Permanent SGCC Label (SD-50)

Shenzhen Oster Film New Materials Co., Ltd 
Shenzhen, China

Plant:

Plant Ref. No.: SOF01CH

Date: October 30, 2018

P.O. BOX 730
SACKETS HARBOR, N.Y. 13685
PHONE: 315-646-2234
FAX: 315-646-2297
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 ~SGCC® LABEL REQUIREMENTS~ (Revised 7/1/2016) 
GENERAL 
Unless the SGCC® certification label is permanently affixed to each piece of safety glazing material, it is not 
covered by the SGCC® certification program, and unless a specific standard (ANSI, CPSC, CAN/CGSB) is included 
in the label, the product is not certified to that standard. (Revised 10/10/2012)) 
 
The permanent label must contain the correct SGCC® number, ANSI Z97.1-2015 and/or 16 CFR 1201, and/or 
CAN/CGSB 12.1 (and category), the nominal thickness, (see SGCC® Guideline G.29 for international thickness 
standards), the letter U or L indicating certified size and the ANSI impact class (A or B). (Revised 7/1/2016) 
 
At the discretion of the SGCC® participant, for laminated glass, the actual thickness AND/OR thickness class (S, H) 
may appear on the label. (Added 1/1/2009) 
 
These requirements are minimum requirements for SGCC® Certification. It is the licensee’s responsibility to 
determine if other jurisdictions, standards and codes have additional requirements such as type of glass. (Revised 
10/17/2007) 
 
For labeling purposes, a line of demarcation shall separate those specifications covered by the SGCC® number 
from any other specifications the licensee may wish to reference.  For laminated products used in "Indoor Use Only" 
applications where no weathering data is on file with SGCC, the permanent label must include "Indoor Use Only."  
The SGCC® number can be used to identify both the “supplier” and “place of fabrication”. Refer to SGCC® 
Guideline G.5 (Revised 10/21/2005) 
 
The permanent label must be affixed to certified products ONLY at the time and place of manufacture (except for 
situations covered by Guideline G.18 and as stated below.) (Revised 10/25/2001) 
 

EXAMPLES OF LABELS CERTIFIED TO ALL THREE STANDARDS 
In inches In mm Laminated example 
ABC Glass – Plant A (optional) ABC Glass – Plant A (optional) ABC Glass – Plant A (optional)
16 CFR 1201 II 16 CFR 1201 II 16 CFR 1201 II 
ANSI Z97.1-2015  ANSI Z97.1-2015 ANSI Z97.1-2015 
CAN/CGSB 12.1-2017 CAN/CGSB 12.1-2017 CAN/CGSB 12.1-2017 
1/4 U A   SGCC 9999 6mm U A  SGCC 9999 (S) U A SGCC 9999 
              
  
Labeling of Cut Sheet Safety Glazing (refer to Guideline G.18) (Added 10/25/2001) 
When a distributor or installer wishes to include the SGCC® label on pieces of safety glazing cut from properly 
fabricated, labeled, and SGCC® certified product, the following shall apply: 
1.) The designation “C/F” for “Cut From” shall appear in front of the SGCC® number. 
2.) The distributor or installer must have written permission to do so from the primary SGCC® certified producer.  

This written permission should address such issues as label accountability and application, differentiation 
between multi-source suppliers and a time frame or scope of labeling. 

3.) Since SGCC® shall have no formal relationship with the distributor or installer, proper application and use of 
the SGCC® label shall be the responsibility of the SGCC® licensee producing the product. 

4.) If the SGCC® label is not used, SGCC® has no jurisdiction. 
 

EXAMPLES 
SGCC® Licensee or Primary Producer Authorized Distributor or Installer 
Company ABC (optional) Company XYZ (optional)
Laminated Glass (optional) Laminated Glass (optional) 
ANSI Z97.1-2015 ANSI Z97.1-2015
16 CFR 1201 CII 16 CFR 1201 CII
SGCC 9999 6mm U A C/F SGCC 9999 6mm U A 

 
The permanent label must be affixed ONLY to safety glazing materials of the licensee which are certified in the 
SGCC® certification program. 
 
The permanent label must not be sold, transferred, or otherwise disposed of in any manner other than being affixed to the 
licensee’s certified product. 
 
The permanent label must NOT be affixed to any product from which certification has been withdrawn or which is 
produced with a process basically different from the one used to manufacture the initial or prototype samples. 
 



7199 (H) 10 LTG U A COMP+CAN(ev)(A) (.030)
7200 (H) 10 LTG U B COMP+CAN(ev)(A) (.015)
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safety glazing certification council

Administrative Office, AMS, Inc.
205 West Main Street, PO Box 730

Sackets Harbor, NY 13685
Phone: (315) 646-2234

E-mail: SGCC@amscert.com

ACKNOWLEDGEMENT OF CERTIFICATION
THIS IS TO ACKNOWLEDGE THAT AS OF THIS DATE

Shenzhen Oster Film New Materials Co., Ltd
Shenzhen, China

IS A CURRENT LICENSEE AND HAS MET ALL GUIDELINES AND REQUIREMENTS FOR THE SGCC® 
CERTIFICATION PROGRAM AND AS SUCH IS ELIGIBLE TO LABEL THE BELOW INDICATED PRODUCT(S) AS 

SGCC® CERTIFIED. REPRESENTATIVE SAMPLES OF THE BELOW PRODUCTS HAVE BEEN FOUND TO BE IN 
COMPLIANCE WITH ANSI Z97.1-2015 AS INDICATED AND CPSC 16 CFR 1201 STANDARDS, KNOWN AS 

COMPOSITE CERTIFICATION (COMP), OR BOTH STANDARDS WITH CAN/CGSB 12.1-2017 KNOWN AS COMP+CAN.

THIS SGCC® PROGRAM CERTIFICATION IS CURRENT AND IN FULL EFFECT AS OF THIS ISSUE DATE. 
CERTIFICATION IN THE SGCC® PROGRAM IS SUBJECT TO SEMI-ANNUAL RENEWAL. PLEASE CHECK THE 

SGCC WEBSITE AT WWW.SGCC.ORG OR THIS OFFICE FOR MOST CURRENT INFORMATION.

CERTIFICATION PERIODDATE OF ISSUE
Tuesday, October 30, 2018 L18
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ADMINISTRATIVE MANAGER


